
Zaxcom, Inc. is proud to
present Digital Wireless. For
the first time, a whole new
world of performance is open
to the television and film industries.
Advances in digital modulation, battery
technology and electronics miniaturization
have allowed an entire rack of equipment to
fit into a miniature sized transmitter.

A digital wireless system has many basic
advantages over conventional wireless:

Studio quality audio transmission

Freedom from many sources of interference that affect analog wireless

Consistent audio quality

Secure audio transmission

No other
wireless
system
sounds
this good!

Handheld Transmitter

Spy II Transmitter

Goldline
Transmitter



Wireless Features…
Studio audio quality (117 dB dynamic range, 105 dB THD+N 

Smallest professional transmitter in the industry.

Remote controllable transmitters. (No need to touch the talent)

AES/EBU and analog receiver output.

Pushbutton transmitter control (No tweakers required)

500-900 MHz operating range (standard UHF band)

Secure audio transmission

Two transmit modes to comply with bandwidth standards
in most countries

Digital dropout compensation

True balanced microphone pre-amp

DSP audio processing

Consistent audio quality over the full range of battery life

Full integration with Cameo II Location Mixer and all Deva
hard disk recorders

STUDIO AUDIO QUALITY
Zaxcom Wireless offers the highest audio quality
of any wireless microphone system. Digital RF
modulation allows us to provide up to 117 dB of
dynamic range. A 24 bit 96 kHz A-D converter
is used to ensure performance rivaling that of
a hard-wired microphone. No companding or
audio compression is used to accomplish this
level of quality.

SIX DIFFERENT TRANSMITTERS,
ONE FOR EVERY NEED:
The Goldline transmitter is our most popular
model, redefining the standard in professional
wireless microphones.  The unit is powered by
AA Lithium Ion or rechargeable NiMH batteries,
lasting 4 to 6 hours per charge.

The Handheld transmitter utilizes all Shure®* **
wireless screw-on microphone heads and is
powered by AA Lithium Ion or rechargeable
NiMH batteries, lasting 4 to 6 hours per charge.
It was designed for use in live entertainment
venues and live to tape productions in mind, but
is also perfect for use in boardroom settings
where secure transmission is critical.  

The MMT (Microphone Mounted) transmitter
provides the ultimate in wireless audio quality
for use in motion picture and television sound.
110dB dynamic range and ultra low distortion
provide an audio transmission channel with
hard-wired performance.

The Slimline is our thinnest transmitter.  This unit
uses a rechargeable battery that detaches from
the bottom of the unit and can be changed in less
than one second. The battery and rapid charger
are supplied by Zaxcom.

The Spy II transmitter is the smallest and lightest
professional transmitter on the market.  A
rechargeable standard cell phone battery is used
to power this unit, transmitting 3.5 hours per
charge. It is used where conventional transmit-
ters would be too large.

*Shure is a registered trademark of Shure Incorporated.
**Shure Incorporated has no affiliation with Zaxcom and has

not endorsed or will warranty the use of their heads on
non-Shure products.

Stereoline Transmitter



The Stereoline transmitter comes in two choices: a
standard stereo transmission or a single channel mono
transmission using one of our two software options.
The unit is powered either internally by AA Lithium
Ion or rechargeable NiMH batteries or externally
via a 12v power input.

STEREOLINE SOFTWARE OPTIONS:
Clothing Noise Reduction Software uses two micro-
phones placed separately on a persons body. The
software dynamically crossfades to whichever micro-
phone as the best audio which greatly reduces the
effects of clothing noise.
Dual Microphone Auto Mixing Software looks for
the microphone with the greatest dynamic range and
transmits a mono channel of audio from that microphone.

REMOTELY CONTROLLABLE
TRANSMITTERS
All transmitter parameters can be adjusted with a hand
held remote control. This system works through clothing
and eliminates the need to touch the talent for anything
except battery changes.  The remote control software
is compatible with any Windows CE device such as a
Compaq I-Paq. Zaxcom supplies the necessary software
free of charge with your wireless purchase.

AES/EBU AND ANALOG
RECEIVER OUTPUT
Zaxcom receivers feature both analog and digital
outputs. The receiver will phase lock its digital output
to an AES reference signal or will free run at 48 kHz.
Analog D-A resolution is 24 bits.

PUSHBUTTON TRANSMITTER
CONTROL
All transmitter functions are controllable through front
panel pushbutton control.  Screwdrivers typically utilized
by our competitors are not required.

500-900 MHZ OPERATING RANGE
The system can be ordered in blocks of 25 MHz in the
range of 500 to 900 MHz.

SECURE AUDIO TRANSMISSION
By its nature the audio from our transmitter can only be
received by Zaxcom receivers. If desired, a security code
can be entered that will prevent any receiver that does
not have a matching security code from decoding the
transmitted audio. The security feature is standard.
Standard encryption is 8 million codes.  Call factory
for enhanced encryption options.

DIGITAL DROPOUT COMPENSATION
In the digital domain it is possible to detect any loss or
corruption of audio data. In this case the receiver will
conceal, to the best of its ability, any audio glitches. In
an analog system clicks or pops often result. In a digital
system with dropout compensation, missing pieces of
audio can be reconstructed with little or no loss in
audio quality.

TRUE BALANCED MICROPHONE
PRE-AMP
All transmitters have a true balanced input. This helps
to eliminate hums and other inductive audio distortions.
This feature makes the MMT transmitter ideal for boom
pole operation.

DSP AUDIO PROCESSING
All audio processing is done in the digital domain.
Analog systems have dozens of components in the
audio and compander sections which can degrade over
time resulting in compander distortion.  Zaxcom digital
wireless has no analog adjustments. All filtering and
compressor functions never need alignment.

CONSISTENT AUDIO QUALITY OVER
THE FULL RANGE OF BATTERY LIFE
As an analog transmitter’s battery is discharged the
voltage drop can cause a change in audio quality. In
our wireless transmitter the audio quality is the same
throughout the discharge cycle of the battery.

FULL INTEGRATION WITH CAMEO II
LOCATION MIXER AND ALL DEVA
HARD DISK RECORDERS
When utilized with the Cameo Location Audio Mixer,
wireless status is available on the Cameo display. This
status includes transmitter battery charge as well as
system statistics.

RECHARGEABLE BATTERIES 
Rechargeable batteries either come standard (Spy II
and Slimline) or may be used as an option for all of our
transmitters. Over the course of a year hundreds of
dollars can be saved by utilizing these batteries.

Zaxcom Standard Receiver



SPECIFICATIONS

Receiver
Size................................................4.2" x 1.3" x 5.8"
Power requirements............................12v @ 300 mA

Audio Output
Mic Level ....................................................- 30 dBm
Line Level ....................................................-10 dBm
Analog headroom ..........................................20 dBm
Analog D-A ......................................................24 bit 
Analog output connector ..................TA5M Switchcraft
AES I/O ................................................75 ohm BNC
Output Sample rate ....................................32-96 kHz
Antenna connector ..........SMA Female Receiver RF type

True diversity single conversion Digital Demodulator
Frequency Stability ......................................+/- 2 ppm

Frequency ranges from 500 to 900 MHz.
(must be ordered in 25 MHz blocks)

Transmitter
Power output ..........................Low 3 mW or 10 mW,

Mid 25 mW and High 50 mW
Modulation......................................Digital-Multiformat
Mic pre amp ..................600 Ohm Balanced input with

active power output.
High pass filter ..................30 Hz to 200 Hz adjustable

in 10 Hz steps
Limiter ..................................Input clipping protection
Delay ..............................................................3 ms 
Antenna Connector ..........................................SSMA
Mic Connector..........................................4 pin Lemo

Goldline Transmitter
Size ............................................ .68" x 2.2" x 3.25"
Weight ............................................................3.5oz
Battery Type ................2 Disposable AA Lithium Ion or

2 Rechargeable AA NiMH 
Battery Life..........................6 hrs using Lithium Ion or

4 hrs using NiMH

Slimline Transmitter
Size ............................................ .53" x 2.1" x 3.25"
Weight ..........................................................3.7 oz
Battery Type..........................Rechargeable Lithium Ion 
Battery life ....................................................4 hours 

SPY II Transmitter
Size ............................................ .75" x 2.5" x 1.53"
Weight ..........................................................3.0 oz
Battery Type ..........................Rechargeable Cell phone

Lithium Ion SNN5705B 
Battery life ................................................3.5 hours 

Handheld Transmitter
Size: ................5.5" long (w/o capsule) 1.45" diameter
Weight: ..........................................................9.2 oz 
Battery Type: ............2 Disposable AA Lithium Ion or 2
Rechargeable ..............................................AA NiMH
Battery Life: ........................6 hrs using Lithium Ion or

4 hrs using NiMH

MMT Transmitter
Size ..............................................1.7" x 1.7" x 4.5"
Weight ..........................................................3.0 oz
Battery Type ................3 Disposable AA Lithium Ion or

3 Rechargeable AA NiMH
Battery Life ..........5.5 hrs w/48v MKH50 Microphone 

7 hrs w/dynamic Microphone

Stereoline Transmitter
Size ............................................ .68" x 2.2" x 3.25"
Weight: ..........................................................6.1 oz
Battery Type ................2 Disposable AA Lithium Ion or

2 Rechargeable AA NiMH 
Battery Life ..hrs using Lithium Ion or 4 hrs using NiMH
Additional Power: ..............................12v power input

All specifications subject to change without notice.

230 West Parkway, Unit 9, Pompton Plains, NJ 07444
PHONE: 973-835-5000 • FAX: 973-835-6633

For more info visit our website at www.zaxcom.com
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